
 

 

 

                                                           

 

 

 

  

 

Model:  CCBWA75M                                                Specification 

Sensors 1/3" Color CMOS sensor 

Chip Novatek 96672 chipset 

Photo Resolution 32 M (7552×4248 16：9) (30M/23M/20M/18.5M16M/4M) 

Video Resolution Multiple Video Resolutions: 2304*1296 30fps 2305*1296 15fps 1920*1080 30fps 1920×1080 30fps/ 1280×720 60fps/ 

1280×720 30fps / 848×480 60fps at 16:9 

Video Format H.264/H.265. AVI/MPEG4 (.mp4) 

Photo Format JPEG 

Fast Format 2X，4X，8X,16X，32X，64X 

Rewind 2X，4X，8X,16X，32X，64X 

Audio High Quality dual microphone 

Audio Format AAC2. /MP3 

Mark Camera ID, User ID, Time, Date could print directly on the video 

Snapshot Able to capture during recording 

Recording time Continuous recording time: 

9-12 hours (Battery full grid, without infrared, resolution ration 1296P-480p); 

Storage 16GB/32GB/64GB/128GB 

Storage Class Visual Indicator 

Video Light Red 

One touch recording Support 

Active Tips Start and stop recording with hearing, visual with tactile vibrating alert 

Pre-record function  ≥10 seconds pre-record 

Extension record ≥10 second extend 

Video section 5 Minute/ 10 Minutes/ 15 Minutes/ 30 Minutes/ 45 Minutes 

Burst 1/5/10/20 shooting pictures 

Red Infrared switch Auto/hand control 

Motion Detection Auto/hand control 

Language English/ Russian/ Chinese/ (OEM) 

Screen Saver 30 seconds/ 1 Minute/ 3 Minutes/ 5 Minutes 

Time Lapse 5/10 seconds 

Automatic Shutdown 30 seconds/ 1 Minute/ 3 Minute/ 5 Minutes 

Key Tone Support 

Volume Adjust Support 

User Adjust Police/ government/ Security sector 

Slideshow Support 

Video/ Picture playback 

LCD Screen 2 inches TFT-LCD high-resolution color display  4:3  320*240 

Audio-Playback Support 

Video Output AV 

Video Conversion USB 2.0 

Video Camera 

Recording Angle Wide-Angle 170 degrees 

Night vision Within 5-10 meters can see the face 

Waterproof IP67 

Clip Standard pocket clip which can be rotated 360 degrees, or high-speed stud 

PTT Can be connected to different types of wireless devices 

1. 4000mAh Li-ion battery, continuously recording time 12hours 

2. 2560 x 1920P Ultra HD 

3. 5MP CMOS sensor 

4. Max 32MP photo quality 

5. IP67 waterproof 

6. 170 degrees view angle Len 

7. 15 meters IR night vision 

8. Video compression H.264/H.265  

9. 16GB-128GB internal memory card optional 

10. PC Software – ID, Password, Backup to PC. 
 



 

 

 

 

 

 

 

 

 

 

 

 

 

 Battery  

Model Built-in 4000mAh 

Charging Time 300 minutes 

Battery standby 12hrs 

Battery level Visual indicators 

Other  

Unique ID number/ 

unit 

Comprises five number digital device ID and six numbers of user ID 

Password Protection You can set an administrator password and delete the video which input through the software. Users can only browse the 

video but cannot be deleted. 

Size 77mm x 56mm x 31mm 

Weight 145g 

Working 

Temperature 

-30~60℃ 

Storage Temperature -20~55℃ 

Flashlight Built-in flashlight 


